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CIPET/HYDPTC/2025-26 

To 

frte/teIAI</ ttt/ 2025-26 |1l-2 

M/s. National Pipe Products 
Site#14&i5(335/25-14) 
Herohalli Village, 
Yashwanthpur Hobli, Sunkadakatte 
Bengalore 560 091. 

Sub Issue of Test Report 

g HEGy, I Dear Sir, 

P CIPET 

Ref: Your Letter No. Nil & dated. 13.08.2025 

probe perform practice . Plastics 

HT4I Hafu, / Yours faithfjlly, 

AUTHORISED SÍGNATORY 
Holi:qeiiet /Encl : As above 

Thanking you and assuring you of our best services. 

CENTRAL INSTITUTE OF PETROCHEMICALS 

ENGINEERING & TECHNOLOGY 
(Department of Chemicals & Petrochemicals, 

Ministry of Chemicals & Fertilizers, Govt. of India) 
H.C.L. P0st, IDA -Phase- I|, 

Cherlapally, Hyderabad -500 051. 
Phone: 040-27263750, 27283615 

With reference to the above cited subject, we are enclosing herewith Test Report No. 2502230 
dated: 03.11.2025 and Invoice. We are also enclosing herewith feedback form. Kindiy fill it and 
sent it back to us. 

Head Office : CIPET, Guindy, Chennai 600 032. 

Fax:91-40-27264051 

E-mail : testing-hyderabad@cipet.gov.in 
hyderabad@cipet.gov.in 

Web: www.cipet.gov.in 

i6: 3.11.2025 
Date : 03.11.2025 
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u.l. ya. e, HT.À.y., bH-R, rI4en, eTArG-400 o49. 
CENTRAL INSTIFUTE OP PRTROCHEMICALS ENGINEERING & TECHNOLOGY 

(Department of Chemicals & Petrochemlcals, Ministry of Chemicals & Fertilizers, Govt. of India) 
H.C.L. Post, IDA - Phase - II, Cherlapally, Hyderabad - 500 051. 

Phone : 040-27263750, 27263615, Fax : 91-40-27264051 
E-mail : testing-hyderabad@cipet.gov.n / hyderabad@clpet.govin Web : www.cipet.gov.in 

Plastics Testing Centre 
No.: 0138357 

Issued to: 

Ref: Your Letter No. Ni & dated. 13.08.2025 
TEST REPORT AS PER: IS: 9537 Part-1&Part-3):1983 with Amend. 
PART A: PARTICULARS OF SAMPLE SUBMITTED 
a) Name of the Sample 

M/s. National Pipe Products 
Site#14&15(335/25-14) 
Herohalli Village, 

b) Grade/Varicty/TypeSize/Class 

d) Code No. 

Yashwanthpur Hobli, Sunkadakatte 
Bengalore 560 091. 

c) Declared vaues, if any 

) Quantity 

e) Batch No. and Date of Manufacture 

h) BIS Seal 

) Mode of Packing 

i) Any other information 

) Date of initiation of testing 

k) Date of completion of testing 
PART B: SUPPLEMENTARY INFORMATION 

a) Reference to sampling Procedure 

Test Certificate 

b) Supporting documents for the 
mcasurcmcnt takcn and rcsult derivcd 

c) Deviation from the test method as prescribed 
in relevant work instructions, if any 

d) Statement of conformity as per the test 
result obtained 

e) Decision Rule applicable or not 

PVC Conduit Pipe as stated by party 

Nil 

25 mm Heavy -VIP Make PVC Conduit 

Nil 

Nil 

6 Mtrs x 3 No's 

HDPE Bag 

Nil 

Samples Received on 19.08.2025 

19.08.2025 

03.11.2025 

Nil 
Nil 

Nil 
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REPORT NO: 2502230 

As per Part-C 

Nil 

P 



CIPET fe 
prabe pertom baetice .Pastics 

P. 
No.: 0138357 

REPORT No. 2502230 
PART -C 

S. No 

1 

CENTRAL INSTITUTE OF PETROCHEMICALS ENGINEERING & TECHNOLOGY 
(Department of Chemicals & Petrochemlcals, Ministry of Chemicals & Fertilizers, Govt. of India) 

H.C.L. Post, IDA -Phase -I, Cherlapally, Hyderabad -500 051. 
Phone : 040-27263750, 27263615, Fax:91-40-27264051 

3 

4 

E-mail : testing-hyderabad@cipet.gov.in / hyderabad@cipet.gov.in Web:www.cipet.gov.in 
Plastics Testing Centre 

Clausc 

5.1 

7.1 

7.1.1 

7.1.1/7.2 

7.1.1 

7.1.1 

7.3 

7.4 

Test 

(As per IS: 9537 (P+-1 & Pt-3):1983 with latest Amend.) 

Spccificd Requircmcnt 
Classification 

Classification of Conduits 

DIMENSIONS 

Test Certificate 

Dimensions of Conduit 

Outsidc Diamcter 

Inside Diameter (min) 

Tolerance on Oulside Diameler 

Dimensions of socket 

Mux, Min OD of the conduits 
measured by gauges 
Min Inside Diameter of 
conduils checked by Gauges 

(a)Oulside Diameler (max) 

TEST RESULTS 

(b)Inside Diameter (min) 

Length of conduit pipe 

(c)Length of the Socket (min) 
Dimensions of socket Max, OD 
& D of the socket measured 
by gauges 

Uniformity of wall thickness 

Shall be Classified according to 
mechanical properties 1) Light 
2) Medium 3) Heavy 

Table-1 

25.0 

-0.4 

20.6 

Fig.l & Fig.2 

Fig.3 

Table-2 

29.8 

25.1+0.3 

40.0 

May be verified with the help of 
gauges as shown in Fig.7 & FIG.8 

3 or 4 
In no case shall the difference 
between the value measured and 
the average of twelve values 
obtained from three sample exceed 
0.1+10%of average value 

Results 
obtained 

Heavy 
Mechanical 

Stresses 

24.94 

0.06 

20.8 
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Passed 

Passed 

27.8 

25.13 

44.0 

Passed 

3.03 

0.1 

Passed 

Units 

Mm 

mm 

Mm 

mm 

mm 

mm 

mm 

mm 



P CIPET 
probe perfprme practice Plastics 

No.: 

PART -C 

013835 

REPORT No. 2502230 

6 

7 

S. No Clause 

8 

10 

11 

CENTRAL INSTITUTE OF PETROCHEMICALS ENGINEERING & TECHNOLOGY 

12 

(Department of Chemicals & Petrochemicals, Ministry of Chemicals & Fertilizers, Govt. of India) 
H.C.L. Post, IDA - Phase - II, Cherlapally, Hyderabad - 500 051. 

Phone : 040-27263750, 27263615, Fax :91-40-27264051 

13 

E-mail : testing-hyderabad@cipet.gov.ln / hyderabad@cipet.gov.in Web : www.cipet.gov.in 
Plastics Testing Centre 

14 

8.1 

9.2 

93 

9.4 

9.5 

10.0 

11 

12.1.1 

12,1.2 

Construction 

Test 

Bending test 
(@-5+2'C & RT) 

(As per IS: 9537 (Pt-1 & Pt-3):1983 with latest Amend.) 

Compression test 

Impact test 

Collapse test 

Heat 
Resistance to 

Resistance to 
buming 
Electrical 

Strength 
Tnsulation 

PART D: REMARKS: Nil 
Resistance 

Test Certificate 

TEST RESULTS 

Specified Requirement 
The inside and the outside surface of conduits shall 

Ch. Venkatesh 
Sr. Technical Asst. (SG) 

AIUTHORISED SIGNATORY 

Shall show no cracks visible to normal or 
corrected vision without magnification 

be reasonably sooth and free from burrs, flash and 
similar defects ; in addition, the edge over which Satisfactory 
the conductor s or cable are likely to be drawn 
shall not damage the cable or conductor 

i) The difference between the initial diameter and 
diameter of the flattened sample shall not exceed 
25% of the initial diaimeter 

ii)The diference between the initial diameter and 
diameter of the flattened sample shall not exceed 
10% of the initial diameter 

Shall be no sign of dis integration , neither shall 
there be any crack visible to the necked eye 
The minimum internal diameter shall be checked 
with the appropriate gauge and it shall be possible 
to pass this gauge through the conduit, fixed to 
support 

Shali not exceed 2 mm 

Any flame shall have died out in less than 30 sec 
after removal of the burner 

No breakdown shall occur during the test 

Shall not be less than 100 MQ 

NB: 1. This Test ReporCertificate is issued only for the samples submitted to CIPET. 
2. The results stated above related only to the items tested 
3. The report shall not be reproduced in fullpat without written approval of the laboratory. 
4. The quality of the subsequent production lot has to be ensured by the purchaser. 
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Results 
obtained 

Passed 

4.8 
Passed 

2.2 
Passed 

Passed 

Passed 

0.7 

17 
Passed 

Passed 

117 
Passed 

5. Any anomalyldiscrepancy in this report should be brought to be the notice of CIPET within 30 days from the date of isfue 

Dr. V. Kiran Kumar 
Chief Manager (T) 

AUTHORISED SIGNATORY 

Units 

% 

mm 

Sec 

MO2 
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